Introduction
Davis Energy Group (DEG) and the ARBI team became interested in fault detection and diagnosis (FDD) during work on a project sponsored by California utilities to review FDD research and program evaluation results and to investigate the role that measurement uncertainty can have on refrigerant charge verification (Hunt 2010) . This experience led to the realization that there is a large missed opportunity in underperforming residential air conditioning systems and the recognition that trained home performance contractors have the skills to diagnose and, in some cases, correct major defects. If contractors are already onsite performing other related work such as duct testing, diagnostics can be completed at minimal additional expenditure of time.
Upon researching available diagnostic methods, the ARBI team found that no systematic, stepby-step methods were available. To address this need, the team completed a project in 2012 to develop a Building America guideline for detecting and diagnosing airflow and refrigerant faults.
The concept for the expert meeting described in this report was to bring together most of the stakeholders in the area of FDD including academic researchers, manufacturers, educators, program managers and implementers, representatives of standards organizations, utilities, HVAC contractors, and home performance contractors to develop ideas to capitalize on the residential HVAC efficiency resource.
According to the California Residential Appliance Saturation Study (RASS 2009) , air conditioning represents only 7% of residential energy use, but this sample includes homes that do not have air conditioners and those that are infrequently used in the mild marine climates. This percentage is much greater in the hot central valleys and desert areas of the state and air conditioning is responsible for more than half of California's residential peak load. Defects have an impact in all climates and take a larger toll on energy use in more humid climates where operating hours are longer. Motivations to correct defects include energy savings and improved comfort and indoor air quality for home occupants; reduced peak load imposed on the generation, transmission, and distribution network; reduced carbon emissions; and conservation of energy resources.
The Building America Program prioritizes research goals and establishes milestones. This expert meeting responded to the following milestones:
• In 2014, investigate viability of large-scale adoption and implementation of HVAC tuneup at community scale, including potential for utility participation and consumer incentives.
• In 2015, demonstrate market-ready space conditioning equipment that delivers 30% cooling energy savings relative to current forced air seasonal energy efficiency ratio (SEER) 16 systems while delivering Building America best practices in new and existing low-load homes.
• In 2015, document new construction community-scale adoption of space conditioning distribution system solutions that ensure negligible conductive, radiant, and leakage losses in new and existing low-load homes.
Logistics
The meeting was held in Davis, California, on September 10, 2013, at the UC Davis Energy Efficiency Center, 1605 Tilia Street, Suite 100. The meeting started at 10:00 AM and was scheduled to end at 5:00 PM, but discussions continued until about 5:30 PM.
A complete list of attendees, including speakers, is provided below. 
Research Questions
To help frame the discussion, the following key research questions were presented in the meeting overview:
• Is FDD worth the investment, and what is the savings potential?
• How effective are available FDD methods and what do they cost to implement?
• What training is needed for effective FDD and is it being provided?
• Are codes and standards working?
• What are the major gaps and how can they be addressed?
Objectives
To take maximum advantage of the broad range of experience represented by the presenters and attendees it was important to clearly identify the meeting objectives, which were as follows:
• Review laboratory and field research results to identify the magnitude of the problem and potential areas to target
• Learn what FDD and replacement practices are currently applied by HVAC and home performance contractors and where they see the problems
• Identify and discuss key areas that need to be addressed, including:
o Programmatic approaches o Codes and standards o Training and quality assurance.
The agenda was structured to address each of these areas, as well as to respond to the research questions. In an effort to provide further focus, the scope of the meeting was limited to the following:
• System Types-new and existing residential only 
Agenda
The meeting agenda is provided below. Ten minutes were allotted for questions and answers and discussion following each section. 
Presentation Summaries
This section includes brief summaries of each presentation. A review of discussions on topics covered by each section is also provided. Where PowerPoint presentations were made, links to those presentations are provided. An audio recording of most of the presentations is also available.
Building America Overview and Objectives
David Springer welcomed the speakers and attendees, provided a brief overview of the Building America Program, and listed the research questions, objectives, and intended scope of the meeting.
View the presentation: Introduction
Magnitude of the Problem Performance Results from the Lab-Robert Mowris
Robert reviewed results from lab testing to assess the impact of various faults (Mowris 2012) .
Tests were completed at Intertek using a 13 SEER 3-ton split system with R-22 refrigerant. Three chambers were employed to provide separate environmental conditions for evaporator entering air, the condensing unit, and attic ducts and equipment. Tests applied standard AHRI methods. The tests were designed to determine the impacts on efficiency and capacity of a variety of conditions, including:
• Uninsulated thermal expansion valve (TXV) sensing bulb
• Low airflow
• Ducts/equipment in a hot (118°F) attic
• Evaporator coil blockage
• Duct leakage
• Condenser coil blockage
• Improper refrigerant charge
• Non-condensables
Some of the more compelling findings of these tests included:
• Airflow of 250 cfm/ton reduced energy efficiency ratio (EER)* by 12% and has the potential to produce a false overcharge diagnostic due to freezing of the coil (the asterisk denotes an unofficial EER)
• Only 0.3% Nitrogen in the refrigerant reduced the EER* by 18% with no TXV and 12% for the TXV-equipped system
• Liquid line restrictions (e.g. due to clogged filter-dryer or metering devices) reduced EER* by 30% to 36% for non-TXV and TXV systems respectively
• Multiple conditions that are commonly seen in existing homes, including 25% low airflow, ducts and air handler in a hot attic, 10% undercharge, 30% duct leakage, and 50% condenser coil blockage reduced the EER* by 54% and the SEER* by 67%.
Robert explained shortcomings of California Title 24 charge verification methods, which only measure superheat (for non-TXV) and sub-cooling (for TXV) systems, and ACCA Standard 4, for which only 3% of the procedures are related to energy performance. He also pointed out how improperly maintained vacuum pumps, test instrument error, and poor service practices such as use of rules of thumb contribute to the introduction of non-condensables, improper charge, and other faults.
View the presentation: Laboratory Measurements of Residential HVAC Installation and Maintenance Faults
California Field Study Results -John Proctor
To develop a case for making improvements to California's Title 24 standards, John worked with a team to inspect a large number of recently built homes to identify HVAC installation and performance issues. He began his presentation by defining an "incremental effectiveness ratio" that divides benefits of maintenance by the incremental cost to diagnose, repair, and ensure quality, which is fundamental to the question of the value of HVAC service. He proceeded to show a series of graphs from his experience and other studies that illustrate the deviations from the ideal for airflow, charge, duct leakage and efficiency, and non-condensables, as well as the incidence of occurrence of these defects.
For example, his graphs show a 50% reduction in airflow reduces EER by 25%. A refrigerant charge that is 70% of the recommended charge reduces EER by about 55%. Leaving Nitrogen in the line set and coil at 20 psig before charging with refrigerant reduces the sensible EER by about 45%. From his 2003 survey, more than 60% of the houses checked failed on refrigerant charge, airflow, and duct leakage, and more than 95% failed overall.
California field studies show that energy standards have had a significant impact in reducing duct loss to an average of about 6% of cooling airflow. More data are needed to determine the magnitude of problems, particularly the presence of non-condensables, which can lead to misdiagnosis. An interesting observation that John made is that technicians find a lot more faults in systems if they are paid to find them than if they are just paid to test them. SCE has completed several research projects (SCE 2012a (SCE , 2012b (SCE , 2013 ) that relate to development of FDD test methods and tools, and evaluating the impact of common faults. These reports are available on the Emerging Technologies Coordinating Council web site at www.etccca.com/ (search key word "fault detection").
Jerine noted there are about 13 million residential units in California using billions of kWh. He indicated SCE's interest is in being more proactive rather than reactive, and in moving beyond studies and getting to reality. They identified the need for a tool to calibrate test methods, and worked with an advisory group to develop the scope. The FDD tool that was developed was used in the laboratory to identify faults.
To evaluate the impact of common faults, SCE used a 3-ton split system air conditioner running R-410a refrigerant. They conducted similar tests as those described by Robert Mowris, applying AHRI standard conditions. Efficiency degradations determined in the fault analysis included: David and his team used the California Title 24 protocol as an example, which measures ambient, return air dry bulb, return air wet bulb, and supply air temperatures, as well as suction superheat, sub-cooling, and manufacturer's target sub-cooling. The analysis only looked at charge and airflow faults. Results varied depending on a defined "fault impact ratio" (FIR), but in the range of 85%-95% FIR the "no response" rate was 21%, the "false alarm" rate was 50%, the "misdiagnosis" rate was 20%-30%, and the "missed detection" rate was 30%-40%. Since charts they developed are difficult even for experts to understand, they are moving to cost-based performance metrics that are more understandable.
David indicated that software developed at Purdue (FDD Evaluator 0.1.1) is available for download at no cost from http://tinyurl.com/FDDeval.
View the presentation: Reliability of Diagnostic Procedures: Evaluating the Performance of FDD Protocols Applied to Unitary Air-conditioning Equipment

Discussion:
With respect to the importance of accurate field instruments, there was discussion of the need for public disclosure of results of comparative tests that list the accuracy of instruments, including refrigerant manifold gauges and temperature and relative humidity/wet bulb devices. The possibility that analog manifold gauges should be prohibited for use in maintenance programs and Title 24 verification was also discussed.
Detection of non-condensables is a significant problem due to the high cost of equipment needed to evaluate refrigerant composition. Robert Mowris pointed out that such equipment is commonly used in the automotive industry for R-134a, but is not readily available for R-22 and R-410a.
Reacting to David Yuill's comment that systems are misdiagnosed about one third of the time, John Proctor pointed out that Title 24 has been assuming airflow is correct, will be requiring verification under the 2013 standards, and that it is likely that contractors will set the proper charge most of the time (also HERS verified), so his results don't apply. David responded that half the time technicians will get a false alarm even if sensors are working right, but John disagreed. David agreed it's difficult to know what fault prevalence is present in the real world.
Kristin Heinemeier raised the point that we don't know if FDD really works. She is working with the WHPA to develop a standard for evaluating systems.
Hung Pham noted that these findings are consistent with what Emerson has seen. He noted that service techs don't want to touch evaporators because they are too difficult to access and require the removal of lots of screws. They don't want to take more than one hour for their diagnosis. His opinion is that service agreements are the way to go. There is a disconnect in the value chain: the skill set exists, but how can cost-effectiveness be defined? Managers won't allow technicians to take the needed time. John Proctor observed that those systems that are most likely to be off are those that are under service agreements; it may be best not to touch them.
Some discussion followed about the need to share data from laboratory and field tests.
FDD Programs and Methods
SA Mobile -Dale Rossi
Dale began by describing that refrigeration cycle diagnostics is a complicated problem that has taken many years for them to address. He pointed out that an IT tool is required to achieve consistent results and has the added advantage of estimating efficiency and capacity. Using "Service Assistant" software, the SA Mobile system displays all information on an Androidbased mobile device.
Dale emphasized that achieving a quality result takes time, and that automation reduces the amount of time required to diagnose systems. He presented case studies of ten California homes that produced average annual savings of 310 kWh per ton. He pointed out that computerized tools are the obvious stepping stones to on-board FDD.
View the presentation: Refrigeration Cycle Fault Detection and Diagnostics
CheckMe!-John Proctor John shared some valuable information from his experiences running the CheckMe! program, which he began developing more than 20 years ago. CheckMe! uses a combination of diagnostic tools and other techniques to ensure quality and measurable improvements in performance. He drew a direct correlation between quality assurance and program success, citing the following ingredients as critical to QA:
• Technician training and acceptance
• Measurement accuracy
• Concentration on faults that make a difference (don't waste time trying to capture less than a 5% improvement in efficiency)
• Technician correction (if technicians fail to improve, eliminate them)
• Reporting, feedback, and immediate support
• Continuous interaction at many levels
• Inspections
• Continuous evaluation.
As an example that training and certification are not enough, he described a double-blind test comparing results of duct test and seal and refrigerant test jobs that are completed by both North America Technician Excellence (NATE) certified technicians and relatively untrained technicians. The NATE-trained techs performed only marginally better than the non-certified techs.
John cited the following as being the major barriers to effective FDD and replacement efforts:
• Contractors don't need to improve their practices to make money
• The market is based on least cost and some services are based on piece rate
• There is little or no technician oversight; supervisors and business owners frequently have less technical knowledge than technicians
• Rhetoric without performance-advertised qualifications do not assure performance.
View the presentation: What is at Stake? And What Does CheckMe! Do?
Retrofit Field Diagnostic Methods-David Springer
David concentrated his presentation on the cost-effectiveness of field diagnostics, training that is needed to find and mitigate the major defects, and whether there is a good business model for quality HVAC maintenance. He identified airflow as being a major performance issue, and presented simple diagnostic methods that can be applied by contractors trained in home performance to (1) diagnose the source of low airflow, and (2) to determine whether a system is operating significantly outside of its rated performance. The former can be accomplished by measuring airflow using standard duct leakage measurement equipment and measuring static pressure in the supply and return plenums. The latter can be done by measuring return air and supply air dry bulb temperatures and return air wet bulb temperature to determine both the expected (target) temperature split and the actual temperature split. He indicated that, when done in conjunction with a duct leakage test, these tests add less than one hour to the procedure.
The following additional verifications can be completed by a home performance contractor without the need for refrigerant systems certifications and training:
• Verification of system operation: Are the fans and compressor running?
• Is air supplied to all registers?
• Condition and size of filter: Is the filter in good condition and is the air velocity less than 200 fpm?
• Is duct leakage less than 15% of system cfm?
• Is the quality and thickness of duct insulation reasonable?
• Is the condensing unit coil plugged with debris?
• Is the vapor line insulated and is the TXV bulb properly secured and insulated?
David then explained that there is a lack of systematic refrigerant system diagnostic procedures that can be used to discriminate among the range of possible faults that only require the accurate test equipment that should be carried by every HVAC technician. Then, he presented examples of refrigerant diagnostic aids that are currently available.
View presentation: Manual Field Maintenance and Diagnostic Methods
Discussion
A question led to the discussion of the need certification of quality control (QC) programs. John said BPI and a North Carolina organization are talking about doing independent field inspections that could aid QC efforts. The point was made that if we can't count on HVAC technicians or home performance contractors, we are doomed.
Codes and Standards
Application of ACCA Standards to Programs-Marshall Hunt
Prior California HVAC maintenance programs have met with mixed success, generally falling short of deemed savings. Marshall described PG&E's new program, which couples ACCA Standard 4-based quality maintenance with service agreements, and discussed the research that supports the program (PG&E 2012) . The program will initially target single-family detached and duplex units, and it includes a comprehensive suite of program elements that address barriers including marketing, IT tools, training, and incentives. Incentives can be as high as $850, but $400 is typical.
The program applies a three-step approach in which the first step is inventorying equipment, assessing the system, and delivering recommendations for repairs or renovation. In the second step, maintenance is provided to repair ducts, restore airflow, clean coils, and test and service the refrigerant system. Options also include replacement of blower and condenser fan motors. The third step is to facilitate a service agreement that provides for twice-yearly checks that apply ACCA 4 methods, and a report to the customer describing before and after results. ACCA 4 ensures that pressure imbalances resulting from air sealing do not degrade combustion safety.
To address the problem of incorrect diagnosis, the program uses SA Mobile digital diagnostic tools. The SA Mobile system calculates four indices that are used to evaluate a system's performance, including evaporator saturation temperature, superheat, condenser over ambient temperature (COA), and subcooling. Working with Robert Davis, they ran more than 200 situations through the SA Mobile system and got correct diagnoses. The program cannot currently diagnose non-condensables, but it uses a multiple metric fault diagnosis that helps catch all faults but needs to apply iterative process. They plan to constantly improve and build on their existing process. The CEC has provided training for building officials but it isn't well attended. The only way to ensure that specified measures are properly applied would be for the CEC to take over the job for the building departments, which will not happen. The CEC has worked with the Contractors State License Board (CSLB) to improve enforcement.
Tav acknowledged there are lots of problems with accuracy of gauges, lack of proper fittings, technician understandings of what needs to be done, the limited amount of time they want to spend, and their lack of knowledge of proper procedures. Some just fill in the numbers without testing. He would like to see the CSLB certify and track techs. He believes that anything that can be automated should be, such as ensuring a minimum 15-minute runtime before measurements are taken. Weigh-in charge doesn't work because third party coils don't list refrigerant capacity, and they have about 90% of the market. They are looking at changes that would provide specific Air Conditioning, Heating and Refrigeration Institute (AHRI) ratings for each coil and condenser pair. He is aware that DOE is working on a database but he doesn't know when it will go into effect.
For the 2016 standards, the CEC is considering factory-installed FDD on compressors as a compliance option. As the market adopts them and the approach is verified, they could turn into a mandatory measure. They are also considering making demand response thermostats mandatory.
[No presentation]
Discussion
Responding to Robert Mowris' comment that a minority of ACCA 4 items are not related to efficiency, Marshall Hunt replied that using the standard helps deal with market barriers and the work can be incorporated into service contracts.
Marshall indicated that the SA Mobile software is only available to participating contractors, but FDSI has a generic version that is widely available. They are not collecting efficiency information, only ACCA 4 data. They specifically don't want to produce estimates of savings as it is not possible to measure EER at reasonable level of accuracy. If certain kinds of data are needed, they could be made available to the Building America Program.
Training Community College HVAC/R Training-Jonathan Zeh
Jon is department chair of the Mechanical-Electrical Technology Department (MET) at Sacramento City College. Their program is primarily oriented toward commercial training but also covers residential. They offer one-and two-year programs, with the two-year program including an MET certificate. The first year covers residential HVAC, including electric fundamentals, and training for the EPA certification exam. Gas-fired equipment and ACCA Manuals J & D are taught in the second year. They also teach hydronics, which they believe will become more relevant as houses become tighter.
Jon described their teaching facilities and programs. They have air conditioning, refrigeration, furnaces, boilers, controls, and several other labs and a considerable amount of equipment used as training aids. Students spend more time in labs than in lectures and are trained in theory as well as practice. For example, students can experience the effects of duct sizing and equipment response to various failure modes such as coil freeze-ups. Training includes commercial direct digital controls (DDC), which are becoming relevant to the residential market as manufacturers introduce digital controls.
They have a very comprehensive and demanding program, and they have to continually introduce new material to individual classes without increasing the length of the program. They rely on outside training through utility programs to help fill in the new technology gaps. Jon feels that students should have some time in the field before they move on to learn more. He is glad to hear what is going on in the industry and with codes and standards because these new requirements make his students more in demand, therefore employable. His takeaways from the meeting are to invest in more diagnostic equipment and incorporate more information about Title 24 codes in the curriculum.
View the presentation: Mechanical-Electrical Technology (MET) Department
Review the course offerings in the MET catalog.<link>
Utility Training Programs-Gary Fagilde
Gary works with the PG&E Stockton Training Center, which is funded by the California Public Utility Commission (CPUC) with public goods charges. They provide training for those who have learned the basics and want to enhance their expertise. He reviewed the Training Center's class offerings, which are comprised of nine courses dedicated to HVAC and include training in ACCA quality installation, Manuals J, D, and S, airflow and pressure diagnostics, and NATE exam preparation. Other courses are provided on building performance and creating "the perfect building." The Training Center encourages hands-on exposure to equipment in their wellequipped lab, and they have a small house on site in which proper installation can be demonstrated.
Classes are updated yearly to keep up with changes in California's energy codes. The Center also works with trade unions under the Workforce Education and Training program of the CPUC, and partners with community colleges.
Review the PG&E Stockton Training Center class list.
Discussion
A comment was made that some classes teach to best practices while others teach to worst practice, in other words, whatever the code will allow. Jonathan noted that it's good to strive for a perfect world but we live in the world of reality. The quality of the work and performance goals depend on the values of the firm you are working with. We need to figure out what motivates people. David Springer asked if it is possible to teach quality. Jonathan responded that some students comprehend it, and some absolutely don't. He sees the whole spectrum from those who are focused and dedicated to those who have a very hard time. Their top students gravitate to the more stable commercial HVAC field. In the residential arena, key questions are: how much time will employers allow for training and what motivates the contractor to achieve excellence and the homeowner to demand it. "Contractors always make money", and if the conventional wisdom is that maintenance of a 5-ton package unit is worth $80, then contractors will add whatever margins they need. Certification doesn't help if the contractor only allows the tech 20 minutes to do the work. Contrary to commercial building owners, homeowners have the awareness that their systems will only last about 10 years and therefore, like refrigerators, it is not worth investing in their upkeep.
Contractor Perspectives HVAC Contractors-Bob Radcliff
Bob Radcliff is with Beutler Corporation, a leading contractor serving many of the production builders in Northern California. Bob provided several facts about the realities of his industry.
Beutler provides services that include new home HVAC installations and warranty service, as well as plumbing, fire sprinklers, and electrical. Last year Beutler had 300 employees and 25% of their work force had been with them for one year. With the increase in new home activity, they have increased to 680 employees so far this year. In 2007, they were hiring 50 per week, but since the recent market recovery they need to relearn how to hire. Bob said it is a tremendous challenge finding trained technicians willing to work at the pay level they can afford to provide to stay competitive, and it is very difficult to find new raw talent. They were able to hold onto a core staff of trained people through the seven-year slump in the economy, but they had to put in a lot of overtime and are now helping to train the new hires. They are lucky if the "newbies" have heard of air conditioning.
Bob is finding that builders are increasingly opting for more efficient equipment (90+ AFUE furnaces and up to 15 SEER air conditioners) and that their purse strings are not as tight as they were. In reference to the information presented during the meeting, he said it was staggering but clearly what's needed. He's seeing some manufacturers like Goodman-Amana and Carrier offer communications that automatically set airflow based on the size of the connected air conditioner and built-in diagnostics, but at a significantly higher cost. However, this equipment can save time and eliminates the need for the tech to make programming decisions. Carrier posts diagnostic results on the thermostat, and he believes this is the right approach. He noted that the new generation of smart phone-literate technicians love to play with these devices, but they can also become a distraction and they tend to overlook a holistic view of the system.
With respect to training, Beutler had 230 employees going through an in-house, non-union, 3-year apprentice program, but the program was limited to sheet metal and was non-technical. This program was abandoned when the housing market crashed. Beutler has two trailers that the company takes to high schools to help train students on system installation.
[ Home Performance and participation in EEBA. They set a very high bar, and have formed a fraternity for others of like mind called the Ring 4 Club, which refers to the size of the DuctBlaster ring that had to be specially designed by Energy Conservatory to measure the leakage rates that they customarily achieve. They strive to outdo HVAC manufacturers' performance specifications by applying the following performance targets as follows:
Ducts and Airflow
• "LO" or at least less than 25 cfm25 leakage
• R8 crawlspace systems and R20 attic systems (deeply buried)
• Room by room airflow
• Balanced to within 10% of Manual D (or similar design), supply outlets sized for velocity, distance (throw) and noise, room pressures <3 Pa
• AC system airflow (CA dry climate) 500-600 CFM per ton
• Heating airflow = Cooling airflow.
Refrigerant Charge and TXV
• Subcooling per manufacturer's low target
• Superheat less than 10ºF or low manufacturer's target
• Adjustable TXV's to allow full control of superheat.
Equipment Capacity
• De-rate Manual J calculations by 20% to 60%
• Lower than specified in Title 24 calculations by 50% to 70%.
By applying these measures and others they reduced air conditioner size by an average of three tons per house over 35 homes. They carefully measure performance (test in and test out) and track energy bills for three years on every project. Using an "HVAC System Dynamometer," Energy Docs showed how they can provide distribution efficiencies of 92% (compared to 48% in an example they presented) and sensible heat ratios of 94%. They deliver high airflows to reduce unnecessary latent cooling, and reduce fan energy use and improve efficiency by using indoor coils that are oversized by about a ton. The higher airflow results in about a 20°F temperature split, which provides more even temperature distribution.
To reduce duct static pressure, they stretch the ducts out to their full length and use rigid fittings wherever there are sharp bends. Using these methods and correct sizing, they have demonstrated 75% decrease from the T-24 allowable fan energy use.
They also set controls to provide for the fan to operate after compressor shutdown. After 15 minutes of overrun, they can still see a 6 degree split, but 5-7 minutes seems optimum. This strategy recovers energy from the coil and in cooling mode re-evaporates condensed moisture. Super insulated houses are sized at 1500-2000 ft 2 per ton, and no manufacturers make furnaces small enough. In those cases they use hydronic heating instead of furnaces. They strive for uniform airflow in heating and cooling modes, and maintain a constant airflow even with twostage equipment, so that grille sizes that are engineered for cooling work the same in heating mode.
The arguments offered by Mike and Dan support the full replacement of systems in most cases, as opposed to conducting remedial maintenance, because systems are generally poorly designed and installed and/or in poor condition, and because the measures they implement reduce loads to the extent that existing equipment is greatly oversized. In addition, most attics are insufficiently sized to permit the necessary duct sizes to deliver the proper dry climate airflow requirements per ton of AC. Only if they find that an existing system can be modified to meet their criteria for homeowner outcomes (comfort, airflow, etc.) will they not replace it.
Since they offer energy bill guarantees, what drives and motivates their firms is to ensure that they don't have to pay out on those guarantees. The guideline they follow, originated by Rick Chitwood (a PG&E Stockton Training Center trainer), is that it should not cost more than $0.25 per square foot per year to heat and cool a building in PG&E service territory, and this rule has been working for them over the past seven years.
View the presentation: Contractor Perspective: Repair or Replace?
Discussion Hung Pham noted that furnaces are commonly oversized in the Northwest. They see a low temperature split because airflows are higher than necessary due to the furnace sizes. Equipment is rated at an indoor relative humidity of 52% yet they find houses are around 40% and there is about a 7% degradation in efficiency due to the unnecessarily high latent capacity.
There was discussion about the longevity of flex ducts and some stories shared about problems with collapsed ducts that accompanied slides showing animals residing in flex ducts, and a question about whether they advocate use of sheet metal ducts. Dan and Mike agreed that where velocities are high because of limited space, or where ducts would not be accessible for replacement, rigid sheet metal ducts should be used.
Responding to a question about how bad systems can get, Mike referred to a house that was losing more heat than was delivered. Iain Walker said they found one that was heating the house with attic air in cooling mode, resulting in a negative distribution efficiency.
Robert Mowris commented that replacement air conditioners are almost always the same size as the original systems, and suggested Mike and Dan take their show on the road and demonstrate what can and should be done to the CPUC because that is the kind of program California needs for quality improvement (QI). He also suggested that the sizing problem can be solved by keeping the large condenser coil and replacing the compressor with a smaller one and installing an efficient fan blade.
Manufacturer Perspectives Factory Installed FDD-Hung Pham
Hung Pham is with Emerson Climate Technologies, which manufactures Copeland compressors. Hung agreed with Dale Rossi that developing and introducing FDD into the market is a long, challenging road. Emerson's approach is to focus on detecting conspicuous gross faults rather than attempting to achieve minor faults prediction perfection, but it is developing more predictive capability for tracking faults earlier. He stressed the importance of understanding the value chain and how to accomplish broad adoption. Homeowners will not drive demand for FDD because they have no way to gauge energy use and have no awareness of the baseline. Emerson has been conducting field tests of products using 50+ of their own employees, and they found the homeowners don't know how to relate system performance to savings, and this creates a challenge for anyone who is trying to improve efficiency.
Contractors focus on assuring comfort and reliability to their customers as opposed to energy savings. As pointed out by other presenters, good contractors are in the minority and the industry has no mechanism for rewarding them. Hung feels it is better to lead by example than to expect that training will solve the problem. They have been offering embedded FDD products for 12 years but they have only about 5% share of the residential market (adoption by the commercial market is much higher). They have found that even though they identify a fault, they sometimes couldn't call homeowners until the problem becomes more severe and critical because homeowners perceive the call as an effort to sell services they don't need. Homeowners expect their systems to last 20 years and don't understand why they are being told they need a new one unless they have repaired it too many times. They must rely on homeowners to judge the severity of the problem.
Hung presented a curve that moves from a green region of baseline performance to a yellow region of high energy use, and to a red region where the compressor is operating out of its envelope as indicated by long run times, compressor trips, etc. Emerson is focusing on the red zone where they will get the best bang for the buck, where they can detect major faults such as very low charge, very low airflow, frozen coil, and serious condensing unit faults.
Emerson produces two "CoreSense" FDD product types for outdoor units, one that wires or communicates to the thermostat so the homeowner knows there is a problem, and another that doesn't have to be wired and is just there in the outdoor unit for the contractor's use by either reading its blinking LED alert codes or by plugging into its data communication port with a Laptop or smartphone interface. They are thinking about developing a version that feeds Hung estimated that the current cost of R-22 is about $7-$8 per pound. A check with an HVAC supply house showed the wholesale cost in Northern California is currently $14 per pound.
information into the cloud. Both detect system and electrical faults by monitoring compressor current and run time and track trip patterns of compressors. Long continuous run time is good indicator of low charge since it is expected that systems will be off 6-7 hours over night. A 30%-40% low charge will cause the compressor to run for longer cycles, but homeowners aren't typically aware this is happening. Daily kWh per day varies considerably (about 20%), moves with thermostat settings and other factors, and it is difficult to baseline. Compressor failures are rare, and it is usually something else that is causing the compressor to appear faulty. Remarkably, 35% of the compressors that are returned are classified as "no fault found" (NFF). System original equipment manufacturers are providing longer warranties (as long as 15 years) making it more costly for both compressor and system manufacturers to deal with NFF returns. So the value proposition of FDD for Emerson is to avoid incorrect diagnosis. Hung said it is not the fault of contractors that this is happening because conditions can be confusing. They are looking at how to deploy more expensive technologies that take more measurements. Their cost for a pressure sensor alone is about $20+, so they prefer non-intrusive sensors. He emphasized the market is extremely sensitive to cost but that a fraction of the market, such as high end contractors, may be open to spending more on FDD, noting it may take another 15-20 years to reach a broad mature market such as the field of automotive diagnostics has done.
View the presentation: Fault Detection & Diagnostic (FDD)-A Compressor Manufacturer Perspective
Replacement Refrigerants-Hung Pham
Production of equipment using R-22 ceased in 2010 because of the relatively high ozone depletion potential (ODP) of R-22. The decreasing availability and increasing cost of R-22 is becoming an important factor in the equipment repair vs. replace question. Hung presented Emerson's perspective on replacement refrigerants for R-22. He related that other countries are more aggressive in adopting low global warming potential (GWP) refrigerants than the United States. While U.S. manufacturers have adopted R-410a for residential systems, China is moving directly to R-32 and Europe is banning anything with a GWP higher than 2500. R-32 has a lower GWP than R-410a and is lower in cost, but has a mild flammability (R-410a is a 50/50 mixture of R-32 and R-125).
Hung presented charts that show global regulatory phase-down activities of high GWP refrigerants in North America and Europe. Europe no longer allows R-22 to be used while the United States will allow limited use until 2020 and "A5" nations may continue limited its use until 2040. Reviewing Emerson's recommended replacement options, Hung indicated that the use of any HFC blend with mineral oil lubricants is not recommended, so oils used with R-22 should be replaced with POE blend. Oil return and lubrication is not proven for mineral oils with HFCs and they are not UL recognized. Emerson's guidance on the replacement issue was as follows:
• Replace system with an R-410A system
• If one must retrofit condensing unit, use R-407C with POE oil, which is approved by Emerson
• All other retrofit refrigerants must be approved on a case-by-case basis.
He also noted that the industry will be faced with HFC phase down in the future. Another low-GWP refrigerant that is being considered by manufacturers is HFO (2,3,3,3-Tetrafluoropropene), which has a GWP that is comparable to CO2. It is mildly flammable, but can be mixed with other refrigerants to create blends with reduced flammability and low GWP. Hung believes that commercialization of low GWP semi-flammable refrigerants will not occur until 2018 because of safety standards, and building codes will take time to develop.
View the presentation: Residential HVAC Replacement Refrigerants-A Compressor Manufacturer Perspective
Discussion
Iain Walker pointed out that if systems are installed correctly in the first place, perhaps they shouldn't be touched. That's where the best value might be. But there are two challenges: for example, how to determine if the installation is correct (the QI standard is not working well); and more accurate measurement and lower cost diagnostics are needed. Hung commented that contractors frequently refuse to open evaporator coils because it requires the removal of a lot of screws.
When asked if manufacturers would be moving toward factory-charged single package systems and away from field-charged split systems because of refrigerant safety, he replied that he thinks the 70% residential market share that is owned by split systems would remain.
Answers to Research Questions
Following presentations, questions and answers, and discussions, little time remained to develop specific responses to each research question. Therefore, the following answers were formulated from the presentations.
Is FDD Worth the Investment and what is the Savings Potential?
Energy savings and the costs for maintenance are dependent on the climate, occupant behavior with respect to thermostat settings, house loads, the condition of the system, quality of maintenance, and many other factors. There is not sufficient data to generalize about the energy savings potential, though laboratory analysis of multiple faults indicates that they can reduce the effective SEER by 67%.
The best potential source of data on realized energy savings is from utility programs, but due to a variety of factors, California programs have struggled with achieving the same "ex-ante" savings as estimated by the "ex-post" projections (Hunt 2010 ). This result is more an indication of the shortcomings of the programs than the real savings potential. PG&E's new Quality Care program that uses SA Mobile's FDD systems promises to do a better job of controlling quality and will improve tracking. Simple fixes to improve airflow, clean coils, and other low-cost measures have a very high cost-effectiveness potential, but require maintenance strategies that target these low cost, high impact improvements.
In cases such as the scenarios presented by Dan Perunko and Mike McFarland, the goal is to deliver comfort and indoor air quality. Where homeowners are willing to invest in improved comfort and health, energy savings could be considered a no-cost byproduct.
How Effective are Available FDD Methods and what do they cost to
Implement? Referring to embedded FDD systems, the CoreSense systems described by Hung Pham are readily available and could cost as little as $10+ to install. They can either be provided from the factory or retrofitted by the contractor. As they are designed to identify major faults, they likely have a high impact on energy savings and certainly on occupant comfort. Without a method of communicating faults when they are identified, the systems appear to be more useful for diagnosing equipment failures after they have occurred as opposed to identifying them before they happen.
Portable FDD systems like Field Diagnostics' SA Mobile gather more data and are more expensive but much more precise than the low cost factory embedded systems, but at the present time they rely on utility programs to support their use. For example, PG&E offers a $50 incentive to offset the cost of the technician's time to complete diagnostic testing, and follows through with other incentives to correct identified defects. Training and quality assurance controls are also provided by PG&E's Quality Care program, so the pitfalls described by Kristin can hopefully be avoided. Contractors are required to be trained and certified under the program.
Proctor Engineering's CheckMe! is a comprehensive diagnostic program that addresses incorrect refrigerant level, low airflow through the indoor coil, and duct system air leakage. The program combines the use of a tool, the HVAC Guide System Analyzer, with technician training and in-field support. The System Analyzer evaluates evaporator temperature split, superheat, and subcooling. Proctor used this program to determine that 57% of residential systems tested required repairs, and charge was corrected in 92% of the cases out of a sample of 8,873 units (Proctor 2002) . In his presentation, John cited the direct support of field technicians as a key element in the success of his program.
Referring to manual FDD methods (i.e., not using diagnostic software or embedded systems), information is available that links measurement results to particular faults, but there appears to be no systematic way of discriminating one fault from another and identifying false indications. Systematic methods for diagnosing airflow and refrigerant faults were provided in the Measure Guideline developed by Davis Energy Group/ARBI (ARBI, 2013), but practitioners are not currently aware of the availability of this guideline 1 . The cost to implement this procedure should be under $100 based on field evaluations of the time required to complete measurements and diagnosis, particularly if the diagnostic testing is completed at the same time as other work such as testing duct leakage. The effectiveness of the procedure depends on the standard of care and skill of the technician. From the presentation offered by Kristin Heinemeier, it is apparent that poor practices by the majority of technicians threaten any efforts to conduct accurate diagnoses. If Kristin's finding is representative, major changes in the industry are needed to correct this problem.
There have been multiple studies evaluating potential and realized energy savings, many of which are referenced in a document prepared to support California Title 24 standards for refrigerant charge testing (CEC 2011). Beyond this information, there is little data on the cost or cost-effectiveness of FDD and maintenance programs besides what has been determined through utility program evaluations, which so far has been uncertain or mostly unfavorable (Hunt, 2010) . New programs such as PG&E's Quality Care program may provide better information on the relationship between maintenance cost and savings on a large scale, which is badly needed.
What Training is Needed for Effective FDD and is it Being Provided?
Refrigerant systems are complex, and technicians must be knowledgeable about the accuracy of their test equipment, proper measurement and charge procedures, and have a detailed understanding of faults and their symptoms. There are ample opportunities for practitioners to receive excellent training through community colleges, Sheet Metal and Air Conditioning Contractors' National Association (SMACNA), NATE, and California utilities. As more information becomes available about test equipment accuracy and proper methods, this needs to be integrated into training curricula.
Based on Kristin Heinemeier's experience, the problem might be partly with insufficient training and the tendency to apply outdated rules of thumb, but the major problem is with quality of service. As suggested by Jonathan Zeh, technicians who are not conscientious cannot be taught to improve the quality of their work, and the better technicians find work in the commercial sector. Specialized training provided through utility programs and tighter verification of correct installation of new and replacement systems by HERS inspectors may gradually lead to improved FDD and maintenance practices. With the introduction of automated FDD devices, training can be focused in their use, resulting in less guesswork on the part of the technician and more efficient and effective field practices.
With the rapid growth of the new housing market, contractors like Beutler Corporation cannot afford to wait for a pool of trained technicians to be developed and must do what they can to train their installers in the field. It is not essential that installers have diagnostic skills but they should be trained on proper test and measurement procedures, charging procedures that avoid introduction of non-condensables, and maintenance of equipment such as vacuum pumps. Inadequate training will lead to future problems that will require time consuming diagnostic testing.
Are Codes and Standards Working?
As most of the meeting attendees are involved in California-based businesses, utility programs, and training, the discussion focused on California's Title 24 standards. California is ahead of other states in terms of its mandatory requirements for HVAC installation and replacements. However, Tav Commins of the California Energy Commission acknowledged there are significant problems with compliance and verification. Some installers and HERS verifiers simply fill in the required forms without conducting the required tests, or falsifying the numbers. The CEC is enlisting the Contractors State License Board to exert more pressure on those engaging in dishonest practices. Restructuring the way HERS verifiers are paid may be necessary to correct this problem.
The 2013 standards (due to take effect 1/1/14) will add airflow and indoor unit fan and watt draw to current requirements for charge verification, and these changes should have a positive impact, both with respect to the quality of system installations, but also with installer awareness of the importance of correct duct and filter sizing for providing proper airflow.
ACCA 4 standards provide an excellent guideline and checklist for technicians to follow, though as was pointed out, a minority of the checklist items deal directly with efficiency. Based on Kristin's experience, technicians do not follow and may not even be aware of the standard.
Unfortunately codes and standards only address new homes and equipment replacements. There is currently no regulatory process governing HVAC maintenance, so the quality of maintenance will remain an ongoing problem that can best be addressed through carefully controlled utility sponsored programs. Such programs must pass cost-effectiveness tests before they are submitted with utility rate cases and approved by the CPUC.
What are the Major gaps and how can they be Addressed?
The overarching gap identified during the meeting was the low quality of care given to FDD and maintenance by technicians, including disregard of standards such as ACCA 4 and other best practices. The apparent causes include pressure from unscrupulous business owners and managers to maximize revenue by reducing time on the job without serving the customers' needs, lack of understanding of HVAC system fundamentals, application of obsolete practices, and use of poorly maintained and calibrated equipment.
The second major gap relates to the difficulty that contractors serving the new home construction market have in obtaining and keeping qualified personnel. The root cause is the highly competitive market HVAC contractors serve, which undervalues quality of work and training and encourages hiring of low paid installers. Production homebuilders are extremely cost conscious, and this competition starts at the top.
The following ideas are offered for addressing the problem of poor performance of technicians servicing existing systems:
• Quantify energy savings and costs through controlled application of specific FDD and maintenance programs over a large sample of homes to determine the value proposition
• Develop business cases for utility-supported maintenance programs as well as nonincentivized HVAC service to demonstrate to contractors that best practices can yield profits
• Update utility and other training programs to ensure that students are benefitting from the most recent knowledge on FDD, charge, and other maintenance procedures
• Use utility programs or other means to disseminate information to homeowners regarding the hazards of routine maintenance and to provide checklists that allow them to judge contractor performance
• Move toward requiring factory installation of FDD devices that inform homeowners of defects and that aid technicians in identifying them
• Encourage programs such as CheckMe! that have requirements for training and access to support
• Make information on initiatives such as those led by Dan Perunko, Mike McFarland, and other Ring 4 members more widely available to serve as models for quality and performance.
The following ideas could contribute to improving the quality of new installations and to reducing the frequency of service and warranty calls in new installations:
• Encourage community colleges, utilities, ACCA, SMACNA, and/or NATE to increase the volume and quality of training to increase the labor pool for contractors serving production builders
• Tighten standards but simplify compliance procedures to encourage and ensure high quality installations in new homes while increasing the revenue from HVAC installations so that hourly wages can be increased
• Restructure verification procedures and HERS rater compensation methods so that builders and contractors are not rewarded by cheating on compliance forms
• Provide examples to new homebuilders of the comfort, energy, and reduced callback advantages that quality HVAC installations can provide, and help them improve the visibility of comfort systems to their buyers View the presentation: Wrap up
Summary and Conclusions
This section summarizes presentations in each of the five topic areas. The five presentations in the first section of the meeting painted a somewhat dismal picture of the types of faults that are inadvertently introduced by contractors who service and install systems, the magnitude of their impact on performance, the lack of attentiveness of technicians to proper procedure and application of standards such as ACCA 4, and the failure of commonly applied protocols to correctly detect and diagnose problems. Adding to the problem is the lack of perception by homeowners that HVAC systems deserve the same kind of attention as they give their automobiles. On the other hand, the information presented demonstrated the tremendous potential for energy savings in existing homes, and the measure of improvement that can be achieved in new home installations.
For example, Robert Mowris' experience in the lab and the field led him to conclude the following:
• Common installation and maintenance faults can reduce EER* by 10%-55% and SEER* by 35%-59%.
• Standard methods cannot differentiate non-condensables from overcharge or dirty condenser and restrictions from undercharge or low airflow.
• Moderate to severe faults exist in 13%-80% of units.
• Current standards do not require filter driers, proper evacuation, vacuum pump maintenance, or purging hoses before connecting to systems.
• Federal standards are needed for tools, FDD, and procedures to prevent contamination and improper installation and maintenance of HVAC units.
Newly installed and replaced systems are probably adding to the inventory of sub-performing systems. The labor force that is installing new systems does not have the training to comprehend the complexity of HVAC systems, faults that can occur, and their consequences. Even if they apply correct procedures, the tools they are using may lead to incorrect charge. There is no obvious remedy for this problem. It is clear that, despite the effort California has invested in developing verification procedures, there are still badly installed and commissioned systems. David Yuill's presentation infers that protocols designed for California's Title 24 may not be up to the job of avoiding airflow and refrigerant charge faults. Raters who are providing verifications are under pressure to falsify compliance forms to avoid increasing builder costs, and those that are honest may have difficulty finding work since they are paid by the builder. A different mechanism is needed that eliminates this conflict of interest.
Most raters do not have the same technical expertise as HVAC technicians and are not trained to understand charge measurements and their impacts on performance. Providing wider tolerances for superheat and subcooling targets may not be very detrimental to performance and could alleviate some of the pressure on verifiers, making it easier for them to honestly complete compliance documentation.
Most contractors are only concerned about delivering comfort and the bottom line, not efficiency. This situation will get worse as the market recovers and contractors are called upon to increase hiring. The limited number of community colleges with good HVAC programs are not producing enough qualified technicians to meet the demand, and the better technicians are gravitating toward the commercial sector. Also, market forces are keeping wages down, and qualified graduates of technical schools and highly trainable high school graduates are not attracted to the residential sector. Utility training programs supplement community college training but tend to attract only the select few who have experience and who are interested in learning and applying best practices. In-house contractor training takes effort to establish and contractors are not sufficiently rewarded to provide it.
The insensitivity of system performance to minor deviations in refrigerant charge (especially for TXV systems) and airflow, problems with measurement inaccuracy, and the level of training needed for detailed diagnostics, point to the approach of detecting and correcting only problems that have a major impact on performance. These are problems that can be detected by home performance contractors if they have the right tools, such as the diagnostic method described in David Springer's presentation. Field technicians who are not equipped with the FDD tools used in programmatic work also need more effective tools for distinguishing between the various refrigerant system faults that can occur.
A major issue is the inability or unwillingness of service technicians to apply proper procedures, or even a subset of checks listed in ACCA Standard 4, when homeowners request service. This problem creates a significant missed opportunity to improve efficiency while providing homeowners with the comfort they expect. The answer could be to focus training on ways contractors could improve their business models by correctly identifying faults and giving them the tools to efficiently diagnose faults, as well as the tools to show homeowners what they can save if corrections are made. A change, even if gradual, to the conventional wisdom that the most money can be made by spending as little time as possible on the job site is sorely needed. Technicians will need to learn to educate and sell as well as diagnose.
Kristin Heinemeier shed light on the low standards of service technicians and their failure to apply methods that are anything close to ACCA 4. Conclusions she formed from evaluating the performance of a number technicians were that there is a need to elevate the perception of technical sophistication of HVAC service so that people will be willing to pay more for it, and that homeowners be given tools to make contractors more accountable. She suggested that homeowners should be given a report that includes the ACCA 4 Maintenance Task checklist with measurements described and listed, showing their value and what they mean. A template can be designed for this purpose that would be easy to fill out.
Utility programs that provide more detailed diagnostics such as PG&E's Quality Maintenance program that uses diagnostic software will improve technician understanding of systems, allow better fine tuning of performance, and will provide the necessary monetary incentive to encourage contractors to participate. The program also provides for service contracts, and provided participating contractors are monitored closely, major faults can be identified and problems averted. Although it will take a long time for such programs to achieve significant market penetration, they could mushroom by demonstrating that there is a business case for doing the job right, with or without incentives, and will provide workforce training along the way. Such programs can capitalize on the increased comfort level that younger technicians have with technology such as SA Mobile's diagnostic system.
The importance of including contractor feedback and monitoring as program elements was made evident by John Proctor. This kind of oversight also serves to educate technicians and raise their standard of quality. It can be expensive but should yield long term benefits by creating a better trained, more conscientious workforce.
Another view is that technicians are victims of the HVAC business structure and are unfairly blamed for failures. There is a leadership gap at the higher levels that should be addressed. Programs tend to capture the top 5% and incentivize contractors to find problems instead of encouraging them to perform quality maintenance on all systems.
The existence of a handful of contractors like members of the Ring 4 Club serve to set the standard for what can be accomplished and will continue to provide excellent service to a small segment of the market. Their example can be used to support both the technical and business case for best practices and can provide information that might eventually find its way into Title 24 standards. Mechanisms should be developed to reward these "tier 1" contractors. Dan Perunko advised there are probably only four such contractors in the state, and they are battling to compete with lower tier contractors. He and Mike McFarland feel that there should be more of a focus on results, and approaches that work should be de-coupled from what is required by codes and standards or programs. Best practices should be applied to the whole system, not just the HVAC equipment, and programs should be well enough funded to do the job right. They cited the Redding Electric program, which provides incentives of up $9,000 for upgrades to homes and systems that reduce peak load as an example.
Iain Walker suggested that it may be wiser to ensure that systems are correctly charged initially and leave them alone. Field studies have shown that a sample of systems that were routinely serviced had more refrigerant charge defects and problems with non-condensables than a sample that had no maintenance. It is Robert Mowris' belief that "Every tech introduces noncondensables," and their presence is difficult to diagnose or measure.
Setting refrigerant charge correctly is difficult because of instrument error, and particularly difficult or impossible during cold weather because conditions are "off the charts". As an alternative, weigh-in methods can be used if the capacity of indoor coils are known, which they are when provided by the manufacturer of the condenser or heat pump. But third party coils are installed by most contractors because they cost less and their capacity is unknown. Requiring third party manufacturers to list the volume of refrigerant they hold or to supply them precharged would solve this problem. Research to determine just how much system performance would be affected if coil capacity is not definitely known, and tables listing typical capacities of coils of specific tonnage would also be helpful.
On the question of repair vs. replace, there are two ways to look at it. One is that there are many systems that are performing very poorly mainly because of duct air and thermal leakage, low airflow, dirty coils, undersized filters, and other obvious problems that can be cost-effectively remediated. Maintenance to the HVAC system can be justified by reduced energy bills and significant improvements in comfort, provided there is someone willing to do the work.
Where there are such major performance problems with the air conditioner that either maintenance or replacement is warranted, replacement appears to be the best option. The replacement equipment will have a guaranteed higher efficiency and can be correctly sized to the load when there have been home improvements such as added attic insulation or replacement windows. The rising cost of R-22 and the cost and/or risk of installing a replacement refrigerant can be avoided. Also, California codes require airflow and fan watt draw verification and duct leakage tests when systems are replaced, which will correct problems that are inherent in most of the existing housing stock.
The approach taken by Dan Perunko and Mike McFarland is to almost always replace, because with proper improvements to the house and system made, the existing system will be oversized. Robert Mowris suggested that rather than replacing the outdoor unit, the oversize condenser coil can be retained and a smaller compressor installed. The complete energy upgrade is clearly the right way to go, but probably beyond the reach of most homeowners and/or difficult to sell.
Developers of on-board fault detection devices are making headway. The introduction of communicating devices that monitor compressors, similar to what Hung Pham described, should be a boon to service contractors since they will be able to monitor and repair systems before they completely fail rather than on the hottest day of the year. These can be installed at the same time that service for such items as failed contactors, capacitors, or blown fuses are dealt with. The effect would be to provide a more even flow of service and greater profitability and workforce stability. Smart contractors will install them at cost. The Title 24 requirement for on-board FDD in new systems is also a looming possibility in California.
The HVAC industry and stakeholders are attempting to tackle many of these problems. The WHPA recently released their roadmap to "Onboard and In-Field Fault Detection and Diagnostics." This document will hopefully provide technical guidance on the direction that policy makers must take to change the status quo.
Action Items
The meeting participants and other interested parties will continue to pursue their individual goals related to residential systems FDD. The following action items will require supporting resources that have not been identified, except as noted.
1. Obtain a large sample of data that can be used to define the cost-effectiveness of residential HVAC system maintenance measures. Couple this effort with utility programs that provide incentives and that are likely to yield significant data. This undertaking will require development of accurate short-term test methods for measuring in-situ pre and post EER. (A Building America project was proposed to undertake a similar effort on a smaller scale but it was not selected for funding).
2. Use information from studies like that described above to develop a business case for quality maintenance.
3. Work with community college programs to add Title 24 compliance information and detailed residential FDD methods to their curriculum.
4. Disseminate information to homeowners to facilitate better maintenance of filters and other components, and checklists they can use when contractors are called upon to provide service. This could be promoted through local energy efficiency and green action groups and by utilities in billing mailers.
5. Encourage state and federal energy regulatory agencies such as the California Energy Commission and DOE to require factory-installed FDD systems.
6. Work with production builders to ensure they understand the value of quality HVAC installations, including homebuyer referrals and reduced callbacks. This can occur in conjunction with recruitment of builders for DOE Challenge Home certification.
7. Support efforts to develop California Title 24 compliance procedures that are simple yet provide improved compliance verification, and to eliminate conflicts of interest between builders and HERS verifiers.
8. Update the measure guideline on FDD and Repair/Replacement previously submitted by ARBI to include information obtained through the meeting, particularly with respect to the repair/replacement decision, and distribute to workshop participants and others. This will be completed by DEG.
